
  X-ZON B  TTEN 
ZONE 1/21 EXPLOSIONPROOF IP66 IK10

HAZARDOUS AREA LED LINEAR LIGHT

The Z21-BATT series linear vapor tight is designed for use in hazardous 
locations where flammable gases, vapors, or liquids may be present.
The combination of new LED technology with the durability of a 
hazardous area fixture offers higher efficacy for energy savings and 
lower maintenance costs. The optional battery backup system provides
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SYNTHIUM  nanotechnology is an advanced environmentally-
sustainable energy development that offers extended battery life, 

low cost of ownership, enhanced performance and improved safety.

™powered by
TMTMSYNTH  UMSYNTH  UM

Single
Point

Available as:
Interlock Kit

a reliable source of emergency lighting when mains power is lost. 

CSAE 24.0002X
Ex db eb mb IIC T6/T5 Gb
Ex tb IIIC T80°C/T95°C Db



Part Number         Z21-BATT0720

Description
Z21-BATT1350       Z21-BATT1340 

ZONE 1/21 LED Explosion-proof Linear Batten 

Voltage & Frequency 230VAC ; 50Hz

Installation Large terminal block, 20mm² cable entry

Light Source
Mode of Operation
Power Consumption
Emergency Duration*

50W 6250lm 5000K      40W 5000lm 5000K         20W 2500lm 5000K

Mains switchable

45W (Maintained),4W (Non-Maintained)

> 120 minutes

Charger*
Protection Overcharge, low voltage disconnect, overcurrent, short circuit

Testing Facility* Manual test switch

Indicators* Battery charging green LED

Weight
IP66 / IK10 / 3G Vibration / 1200hrs salt spray 

13.5kg      8kg

Warranty  years

Operating Temperature Standard: -40° to +50°C, Emergency: +1° to +40°C

Relative Humidity 0 to 95%

Physical

Environment

Compliance

Technical Specifications

Output

Input

Item

Controls

Dimensions

NOTE: Product specifications subject to change without prior notice due to ongoing product improvement policy and changes to industry standards.

Construction 

Mounting 

Dimensions L x W x H 

IP / IK / Protection Rating

Diffuser - fiberglass-reinforced polycarbonate, chassis - fiber reinforced plastic 

Surface mounted - ceiling / wall. Suspension kit or pole mount bracket available separately

1311mm x 206mm x 140mm            711mm x 206mm x 140mm

AS/NZS 2293.1:2018 Spacing Table Distributed By:
SPACING TABLE
NATA Classification 2.1 2.4 4.0 6.0

MOUNTING HEIGHT (m)
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Accessories

16hr intelligent 3-stage charger with Advanced Synthium™ battery 

Suspension wire kit P/N: Z21-RL/SW

 

Synthium™ Lithium Iron Phosphate - 10 year design life  

Standards IECEx CSAE 24.0002X, RCM / EMC, AS/NZS 2293, AS/NZS 60598.1

AS/NZS 2293 Classification* C0 D80, C90 D63  

22.0 28.914.8 16.5 27.5 30.9 32.1
 D63    11.5 13.2  14.8  16.5  22.0  25.2  26.4 28.0  28.8
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IECEx Certificate
IECEx CSAE 24.0002X  
Ex db eb mb IIC T6/T5 Gb
Ex tb IIIC T80°C/T95°C Db

 D50    11.5 13.2

Pole mount bracket P/N: Z21-RL/PMB

Replacement battery P/N: Z21-RL/BAT

* Emergency models only. Add “/EM” suffix for emergency model e.g. Z21-BATT1340/EM. Emergency only available in 1300mm. 

*




